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Applications

CYCLIC STATIONARY SOLAR MARINE

General Features

Applications

Solar / wind energy and other new energy 

storage

Hybrid vehicles, electric bicycles and 

other new energy vehicles

Other backup or cycle purposes

Lead-carbon composite negative plate, both 

capacitance and battery characteristics 

Long cycle life, excellent deep cycle discharge ability 

Excellent charge acceptance ability

Optimized capability of instant high-current discharging 

Strong high and low temperature performance Precision 

sealing technology

Specification

Dimension:243(L)×188(W) ×275(H) Unit: mm×275(TH)  

Nominal Voltage 6V

Nominal Capacity 225Ah

Design life 15 years

Terminal M8

Container Material      ABS

Internal resistance Full charged at 25°C:       1.8 mΩ

Approx. Weight  Approx32.0kg (70.5lbs)

Max. Discharge Current              2520A(5S)

Rated Capacity      

               20Hour Rate (11.3A to 5.25V)225Ah

 5Hour Rate      190.5 Ah (38.1 A to 5.25V)

Constant Current Discharge Characteristics   Unit: A (25℃,77℉)

Constant Power Di charge Characteri ti s   Unit: W/cell (25℃,77℉)
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Dis laimer: Manufa turers ha e the right to elf-modify the parameters of the produ t update , plea e eep in tou h with manufa turers to obtain the late t information.

188

2
7

5

243

Operating Temperature Charge:        -20 ~50 (-4~ 122°F)℃

                        Discharge:   -20 ~50℃(-4~ 122°F)

Storage:        -20 ~50℃(-4~ 122°F)

                                                     egrahcsid fleS %3                      of capacity declined per month at 25°C 

Cycle charge:7.20-7.50V,recom.7.35V(-15mV/ °C)

Charge Max.67.5 A；Recom.22.5-45.0 A current:                 

Float Charge:           6.75-6.90V,recom.6.90V(-9mV/ °C)

Equalize charge:6.90-7.05V,recom.7.05V(-12mV/ °C)

Charge Method
 (25 °C)

Terminal Dimensions

Φ
2
0

M8

737 396 241 141 80.8 58.6 39.4 25.8 21.8 11.4 

715 384 237 140 80.4 58.0 39.0 25.6 21.5 11.4 

686 376 233 139 79.8 57.2 38.5 25.4 21.3 11.3 

631 363 231 137 78.5 56.6 38.1 25.2 21.1 11.3 

566 339 221 133 77.1 56.2 37.1 25.0 20.9 11.2 

504 302 201 124 73.2 52.9 35.3 24.0 20.3 11.0 

1236 698 436 266 153 112 74.6 50.2 41.8 22.6 

1189 685 432 264 152 110 74.2 49.8 41.4 22.5 

1183 677 432 262 152 109 73.6 49.6 41.0 22.4 

1103 673 430 260 151 109 73.2 49.2 40.6 22.3 

1013 636 419 258 150 108 72.4 48.8 40.2 22.2 

904 569 385 240 144 103 69.1 47.1 39.5 22.0 

10Hour Rate      211Ah (21.1 A to 5.25V)

 3Hour Rate      170Ah (56.6A to 5.25V)

 1Hour Rate      231Ah (231A to 5.25V)
Complies to: 

IEC 60896-21/22

IEC 61427-1
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Solar / wind energy and other new energy 

storage

H brid ehi le , electric bi les and 

other new energy ehi le

Other ba up or le purpo e

Lead- arbon ompo ite negati e plate, both 

capa itan e and battery haracteri ti s 

Long le life, ex ellent deep le di harge ability 

Ex ellent harge ac eptan e abilit

Optimi ed apability of instant high- urrent di harging 

Strong high and low temperature performan e Pre i ion 

sealing te hnolog

Dimen ion:243(L)×188(W) ×275(H) Unit: mm×275(TH)  

Nominal Voltage 6V

Nominal Capa it 225Ah

De ign life 15 ear

Terminal M8

Container Material      ABS

Internal re istan e Full charged at 25°C:       1.8 mΩ

Appro . Weight  Appro 32.0 g (70.5lb )

Ma . Di harge Current              2520A(5S)

Rated Capa ity      

               20Hour Rate (11.3A to 5.25V)225Ah

 5Hour Rate      Ah (3 A to 5.25V)

Constant Current Discharge Characteristics   Unit: A (25℃,77℉)

Constant Power Discharge Characteristics   Unit: W/cell (25℃,77℉)
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Disclaimer: Manufacturers have the right to self-modify the parameters of the product updates, please keep in touch with manufacturers to obtain the latest information.
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Operating Temperature Charge:        -20 ~50 (-4~ 122°F)℃

                        Di harge:   -20 ~50℃(-4~ 122°F)

Storage:        -20 ~50℃(-4~ 122°F)

                                                     egrahid fleS %3                      of apa ity de lined per month at 25°C 

C le harge:7.20-7.50V,recom.7.3 V(-15mV/ °C)

Charge Ma .6 A；Re om.22 A urrent:                 

Float Charge:           6.75-6.90V,re om.6.9 V(-9mV/ °C)

Equali e harge:6.90-7.05V,recom.7.05V(-12mV/ °C)

Charge Method
 (25 °C)

737 396 241 141 80.8 58.6 39.4 25.8 21.8 11.4 

715 384 237 140 80.4 58.0 39.0 25.6 21.5 11.4 

686 376 233 139 79.8 57.2 38.5 25.4 21.3 11.3 

631 363 231 137 78.5 56.6 38.1 25.2 21.1 11.3 

566 339 221 133 77.1 56.2 37.1 25.0 20.9 11.2 

504 302 201 124 73.2 52.9 35.3 24.0 20.3 11.0 

1236 698 436 266 153 112 74.6 50.2 41.8 22.6 

1189 685 432 264 152 110 74.2 49.8 41.4 22.5 

1183 677 432 262 152 109 73.6 49.6 41.0 22.4 

1103 673 430 260 151 109 73.2 49.2 40.6 22.3 

1013 636 419 258 150 108 72.4 48.8 40.2 22.2 

904 569 385 240 144 103 69.1 47.1 39.5 22.0 

1 Hour Rate      2 Ah (2 A to 5.25V)

 3Hour Rate      170Ah (56.6A to 5.25V)

 1Hour Rate      2 Ah (2 A to 5.25V)
Complies to: 

IEC 60896-21/22

IEC 61427-1
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Curves of open circuit voltage vs. capacity
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Discharge characteristic

The effect of temperature on capacity
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Cur ves  of self -discharge

Storage time(months)
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The effect of discharge depth on cycle life
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Depth of discharge(%)

Charging characteristic

7.35-7.50V

0.12CaA-0 .30CaA

0.03CaA

S1≤5-8h

(Voltage/V)

6.85-6.90V

S2≤2-5h

(Electric current/A)
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